
   Lead crystal battery

Nominal Voltage 12V

Nominal Capacity(20 Hr) 210Ah

Length                                                                         532±1mm( 20.95 inches)

Width               206±1mm( 8.11 inches)

Containeriner Height               215±1mm( 8.46 inches)

Approx Weight Approx 58.6 kgs( 129.19 lbs)

Design life 18 years

Terminal M8

Container Material ABS

210.0Ah/10.50A                (20hr, 1.75V/Cell, 25 ℃/77℉)  

191.2Ah/19.12A                (10hr, 1.80V/Cell, 25 ℃/77℉)  

166.9Ah/33.39A                (5hr, 1.75V/Cell, 25 ℃/77℉)  

116.7Ah/116.7A                (1hr, 1.60V/Cell, 25 ℃/77℉)  

Max. Discharge Current 2000A(5s)

Internal Resistance Appro≤3.6mΩ

Discharge: -30 ℃~60 ℃

Charge: -30 ℃~60 ℃

Storage: -30 ℃~60 ℃

Nominal Operating Temp. Range 25±3 ℃(77±5℉）
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ECLC series batteries may be stored for up to 10
months at25 ℃(77℉）and then a freshening charge is
required. For higher temperatures the time interval
will be shorter.

Operating Temp. Range

Total Height (With terminal)    219±1mm( 8.62 inches)  

Standby Use

Cycle Use

Dimension

Self Discharge

Lead crystal battery
Specification

Capacity affected by
Temperature

Initial Charging Current Less than 36A. Voltage 14.4V-
14.9V at 25 ℃(77℉） Temp. Coefficient-20mV/C

No limit on Intital Charging Current Voltage 13.6V-
13.8V at 25 ℃(77℉） Temp. Coefficient-20mV/C
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